
SHOP AIR PIPING LAYOUT

UNION

DRAIN DAILY DRAIN DAILYDRAIN DAILY

DRAIN AIR
COMPRESSOR DAILY,

IN THE A.M.

MAIN LINE PIPE SIZE
3/4 IN. MINIMUM

1-1/4 IN. OPTIMUM

SLOPES DOWN AND AWAY
RECOMMENDED 4 INCH DROP IN 50 FEET

(Copper or galvanized pipe is recommended)

 A MINIMUM OF 25 FT.  TO
FIRST OUTLET IS REQUIRED

TO COOL AIR
(50 FT. OPTIMUM)

DRYAIRE DESICCANT
SYSTEM

AIR CONTROL UNIT
OR AIR FILTER

UNION

UNION

FLEXIBLE HOSE BETWEEN COMPRESSOR & STAND PIPE

AIR HOSE SIZE
5/16 MINIMUM
3/8 OPTIMUM

DRAIN LEG

BALL VALVE

BALL VALVE

BALL VALVE
BALL VALVE

BALL VALVE

8750 Pioneer Boulevard
Santa Fe Springs, CA 90670

(800) SHARPE1
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FOR PREP AREA
707FC FILTER &

COALESCER
WITH AUTO DRAINS

THE MAIN AIR LINE
STAND PIPE SHOULD

NOT BE SMALLER
THAN THE

COMPRESSOR
OUTLET SIZE
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COMP NO. 6910


